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BACKGROUND

In the 2003 Seattle Building Code (SBC), Section 1704.4.2, batch plant inspection is required
“during the mixing of concrete under one of the following circumstances:
1) Concrete mixes prepared in a batch plant that is not certified by the City of Seattle;

2) All structural lightweight concrete mixes;

3) Concrete mixes with f . greater than 6,000 psi;

4) Concrete mixes containing alternative materials addressed in Section 1704.4.1; or
5) Other unusual circumstances as determined by the building official.”

The exception to SBC Section 1704.4.2, states that inspection during the mixing of concrete
shall not be required when the proportions of ingredients are established in accordance with
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SBC Table 1905.2 or when a mix has been granted continuous approval by the building official.
This rule provides the criteria and procedures to qualify a mix design for continuous approval by
the building official.

RULE
A concrete mix design meeting the requirements of SBC section 1905.2 may be approved by
the building official on an annual basis. This annual approval eliminates DPD project-by-project
approval for use of the approved mix design. The general contractor must obtain approval from
a structural engineer for use of the approved mix. The materials content criteria for the mix and
the producer’s consistent quality control must be met to obtain and retéli, the continuous
approval status.

A. CRITERIA
Design Mix — Concrete mix proportions established by conf he Seattle Building
Code Section 1905.2; selection of concrete proportions 1905.2; or in

accordance with Section 1905.3 which allows for prop basis of field
experience and trial mixtures complying with ACI 3

Continuously approved design mixes — For the p
status, “frequently used” shall mean that the design mi
projects within the past 12 month period and that there ar
tests total from these projects, or the mi
and there are a minimum of 30 sets of cy
independent testing laboratories.

en used on a minimum of three
inimum of 10 sets of cylinder

It shall be the respo ity of the general contractor to obtain the approval of the project’s
structural engineer prigpPto using any concrete mix for any structural purpose. When a
continuously approvet design mix is to be used on a project, it shall be the general contractor’s
responsibility to maintain a copy of the original stamped approved mix design for the use of the
special inspector. The contractor shall maintain a copy of the mix design on site throughout

construction phase of the project.

C. ELIGIBLE MIXES

Mixes containing the following materials, as contained in SBC 1905.2.3, shall be eligible for
continuous approval status:
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Cements: Meeting ASTM C150 strength requirements for Types |, II, and Il.

Admixtures: Types A, D, and E as defined by ASTM C494; Pozzolan or Fly Ash as defined
by ASTM C618; and, air- entraining mixtures as defined by ASTM C260.

Aggregates: Normal weight aggregates meeting the grading and other requirements of
ASTM C33. No light-weight aggregates are permitted.

Mixes containing materials other than those listed above shall not be eligible for continuous
approval status.

Continuous approval status shall not be granted for strength requi
psi.

D. QUALITY CONTROL BASED APPROVAL

Approval for these mix designs will be based on the [ [ e producer’s
quality control in the consistency and performance i

approval each year. In order to qualify for renewed appr e producer must continue to
produce a high quality product and maintai - ality control.

The producer may at a * ' 2 continuous approval designation.

E. REVOCATIO)

3. conditions of the eq pment or quality control by the concrete producer adversely affects the
strength or other prop€rties of the concrete

4. a drop in the statistical averages of the concrete producer below the minimums required for
continuous approval

5. test cores on a project indicate the mix is not performing as designed or is not meeting the
SBC required strengths



